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Auto-Rewind hose reels allow users to maintain a clean, hygienic working environment which is both beneficial 
for your product and for employee safety. Hose reels can be wall or ceiling mounted, and supplied with an    
optional pivoting bracket to let the reel follow the operator’s movements and to allow for more convenient     
storage. 
Stainless Steel hose reels are ideal for food processing, pre-rinse, wash down, chemical transfer and industrial 
solvent handling. They are also suitable for coastal, offshore and on-board ship in marine applications.  
hose reels are supplied with FDA Approved EPDM Hoses, and come with a range of trigger operated Water 
Guns or Lances with ease of use and comfort in mind. Our heavy duty Water Guns come with a durable rubber 
cover and optional swivel hose couplings to minimise hose kinking by giving free rotation. 

Hose Reels and Washdown Equipment 

Key Specifications: 
 20m of ½” bore hose or 15m of ¾” bore hose. 
 Floor, wall or ceiling mounted. 
 Manual or Auto-Rewind options 
 Optional resin covered aluminium finish. 
 Complete with pivoting bracket. 
 Max 10. bar pressure 
 Temperature range: -35°C/+95°C hot water. 

Water Gun: 
 

Our water guns are designed with practicality, ease of use 
and comfort in mind. The handle’s ergonomic design allows 
maximum comfort for the user with a choice of either a front-
pull trigger or a rear-squeeze action which is less tiring when 
used over a longer period of time. In addition, the shock     
resistant thick rubber cover makes the unit durable in the 
toughest industrial environments. The guns are available in 
brass or with stainless steel bodies and internals for cleaner 
environments. Choices of different coloured covers are also 
available.  

A precise controllable trigger and absolute flow cut-off on trigger release means 
there are no leaks and no wasted water outside the target area and the operator 
does not have to return to the control valve or tap to stop the water flow. 
The operator can change the water pattern simply by adjusting the trigger     
position. From a wide drenching spray, for wetting large surfaces, to a          
concentrated jet, which is more effective in removing stickier and heavier      
substances. 
A range of options is available to connect the water gun to the supply hose. 
Swivel couplings allow the free rotation of the gun on the hose, making it easier 
for the operator to change the direction of the water spray or jet. All connectors 
are available in bronze or stainless steel. 
Models are available for optimum use with steam/water mixers and hot/cold  
water mixers. 

  Orifice Size      Flow rate in l/min at 3. bar 
 

       8mm                            16l/min 
 

       11mm                                 38l/min 
 

       14mm                               52l/min 


